
R e t r a c t o r  5

A lightweight durable DFA  roller banner with slim
base and bungee pole making it very compact,
complete with a twist out foot for extra stability.

f e a t u r e s  & b e n e fi t s

•  Lightweight components

•  Re-usable quick-change snap top rail

• Hook/loop fastening quick change
graphic application

• Twist out stabilising foot for extra
    

     stability

•  Available in anodised silver

• 36”/ 915mm  graphic width

36” (915mm) hardware dimensions:
8 3 ” ( t )  x  3 7 . 5 ”  ( w )  x  1 5 . 7 5 ” ( d ) ( f o o t p r i n t )  

(Depth dimension refers to twist out foot)

Visible Graphic Dimensions (mm):
7 9 . 2 5 ”( h )  x  3 6 ”  ( w )

( h )  x 9 1 5 m m  ( w )  

Substrate:
Add 6”(152mm) graphic  to allow 
for roller mechanism.

Shiiping Weight and Dimension:
5”(127mm) x 5”(127mm)x39.25”(997mm)

7.5lbs (3.41kgs)

Recommended accessories:

hardware specifications graphic specifications additional info
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G r a p h i c  d i m e n s i o n s
( a p p r o x )

We are continually improving and modifying our product range and reserve the right to vary the specifications without
prior notice. All dimensions and weights quoted are approximate and we accept no responsibility for variance. E&OE.

Luminosity Lighting
low-pro-graphicreplacement kit (loop) 12pcs
Low pro leader replacement (hook) 6 pcs

2108mm(t) x 952mm(w) x 390mm (d) 2013mm

bleed



A s s e m b l y  I n s t r u c t i o n s

Securely attach the graphicAlign and adhere hook
fastener squarely to the
bottom  edge of the
graphic.
(attach to back of  graphic)

While holding the top rail
remove the locking pin from
the base and gently allow
the graphic to retract.

G r a p h i c  a t t a c h m e n t  i n s t r u c t i o n s

N o t e :  O p e n i n g  t h e  b a n n e r  s t a n d  b a s e  m a y  i n v a l i d a t e  t h e  p r o d u c t  w a r r a n t y .

A f t e r  fi t t i n g ,  t h e
g r a p h i c  s h o u l d  b e  l e f t
f o r  2 4  h o u r s  b e f o r e
u s e ,  t o  e n s u r e  t h e
a d h e s i v e  b o n d s
s u ffi c i e n t l y .

Kit includes: Top rail ,  base,
bungee pole set and carry bag 

Assemble the bungee Open out the stabilising
foot .

Fit the bungee pole into
the stabilising foot.

Lean the banner stand
backwards and continue
to extend the graphic.

Lift  the top rail  to raise the
graphic from the base.

Secure the top rail  cup
onto the bungee pole.

B a n n e r  s t a n d  a s s e m b l y

H o l d  t h e  T o p  r a i l  w h i l e  l o w e r i n g  t h e  b a n n e r ,
( d o  n o t  d r o p )  t o  p r e v e n t  d a m a g e  t o  t h e
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Slide the graphic squarely
into the rail.

Rotate open the snap
rail.

Squeeze the snap rail
shut to secure the
graphic into place
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to the loop fastener on the 
leader

graphic




